MATCHLINE STA. 474450

= 11/26/2087 .
= $P_NAME}

PLOT SCALE = $SCALE$

USER NAME

PLOT DATE

CONTRACT NO. 60D20
, EAU sECTION couNTy [ JOTAL ISHEET
332 | 2007-037TS | COOK/WILL | 341 19 _
STA. TO STA.
i FED. ROAD DIST. 0. _ [ILLINOIS | FED. AID PROJECT
NOT!
{ THE CONTRACTOR WILL BE RESPONSIBLE FOR LOCATING AND MAINTAINING : D-91-343-07
AL UNDERORAIN OUTLETS AND THAT ANY DAVAGES TO UNDERDRAIN OUTLETS
| CAUSED BY THE CONTRACTOR'S QPERATION SHALL ATRED TO THE SATISEACTION
‘ . OFTHE ENGINEER AT NG ABDETIONA CONT- ARy Gt 1 REPATS REEove o T ace
OR RELOCATE CONFL. CTING UNDERDRAIN OUTLETS, SHALL BE INCLUDED IN UNIT PRICE BID p A
| FOR THE CONDUIT WOR
|
|
|

EXISTING R.Q.M EXISTING R.OW .
—— T 3 e
(50-E-2 £
—_— —— i emsmarn s — i e s . = ammn - O
- ) £
: : c i § I . ‘g@;Ai,ﬂ_,_H_.___»__,,%i;w..._‘_}.—,*_L"________J_____“_WA,@L, __________ _é
e [
- - =
- S
i) r e T S —— e U — e e e e e ] e S —— —— . o St S S o S o e e o A S S e ot oo . . b, —
5 E
EXISTING R.O.W. . EXISTING. R.OM. ]
INTERCONNECT PLAN LEGEND
PROPOSED EXISTING
CONTROLLER =
HANDHOLE N
DOUBLE HANDHOLE NN KN
HEAVY DUTY HANDHOLE E
G.S. CONDUIT IN TRENCH (T} e :
OR PUSHED (F’)N """" .
| i |
DETECTOR LOOP ] T
UNIT DUCT up
SYSTEM S
INTERSECTION P
UNINTERRUPTIBLE g
POWER SUPP! 8
PPLY 8] D2
WOOD POLE ® ®
FLASHING BEACONS bl b=~
EXISTING. B0 EXISTING R.O.M. ]
o1 1-394 §00°-T. go=T.
/ s ) /Z s
- f—————— -+t
] o P
3 S
< e e — — — o — - —_ - — — — — day T a bt bt - = — - — — —_ — — e - — — — — - et — <
< <
4 I g O NS e e ABOL — —— _ - = P ,*ﬁ'
w
- y
= - - = = = - - - - - - - - - - - 15
£ g
=—————— b o e e o e e e e e e e e e e e e e e e o o e e e e e e e e o e o e e e e b
s =
8
" EXISTING R.O.W. EXISTING R.O.W. -

OTE:

RESTORATION OF WORK AREA , REVISIONS
RESTORATION OF THE TRAFFIC SIGNAL WORK AREA SHALL BE INCIDENTAL NAME
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